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ELECTRICAL CHARACTERISTICS: (FOR C1905 COMPATIBLE, MEET IEC950)

1. DCR. + PIN 1-4 = PIN 2-5 = 0.4 0OHMz10%
PIN 10-7 = 067 0OHM%10%Z PIN 9-6 = 09 0OHM%10%
2. INDUCTANCE : (R10KHZ, 0.1Vrms> PIN 10-6(7-9 SHORT>= 440uH*5%
3. LEAKGE INDUCTANCE : (@100KHZ, 0.1Vrms> PIN 10-6(7-9,2-4,1-5 SHORT>= 10uH MAX.
4, TURNS RATIO : (@RISKHZ, 1Vrms) 10-6 : 1-5 = 2%1% (W/H 2-4,7-9 SHORT)
S, INSERTION LOSS(@R772KHZ, 0cBm, 1-5 W/H 25 0OHM)> PIN 10-6<(2-4,7-9 SHORT> = 1dB MAX,
6. FREQ RESP., (RREF 772KHZ) @100KHZ = %0.5dB
@1.IM HZ = %0.5dB
7. INTERWINDING CAP. (R10KHZ, 0.1Vrms> PIN 1-10¢2-4,7-9 SHORT> = 35pF MAX.
8. HI-POT (@ 1875VAC, 1mA, 2SEC)> 1-10(2-4,7-9 SHORT>
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