


ONE CARTON: 6 TRAYS (324 PCS)

(PK-058)*1PCS
(CARTON)

ONE  TRAY:54PCS

汪诗梅

1.把产品放入TRAY盘中

2.TRAY盘上下各放1PCS PK-016
每盘产品上放2块PK-045

3.封"王"字型胶带

PK-016 * 12PCS

3232E72520 * 6PCS

32B0402700 * 4PCS

纸箱两侧用珍珠棉3240300010 *2 PCS增加保护
纸箱外四棱角处用护角32B0402700 *4 PCS增加保护

3240300010 * 2PCS



Resistance to soldering heat (wave soldering)
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Resistance to soldering heat (wave soldering) referring to the terminals

R

Key Par. Profile feature Pb free Process

T.1 T Final Preheat Temperature 150°C

T.2
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T.5
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Failure criteria concerning quality of the soldering termination acc. to the IPC-A-610D

t  pre-heat          Pre-heating time (T room to T   )                180sec

d  /d  up                  Ramp-Up Rate (T   to T    )                 180°C/sec

T                            Peak Temperature T                    255°C ~ 265°C

t  contact                     Contact Time at Peak               10sec (5sec x wave)

d  /d
down Ramp-Down Rate                            5°C/secT t
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max dT 180K

t  contact  (2 waves contact time)
Soldering phase

max dT 5K/sec

Passive cooling phase
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